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028
 
Elettroferro vaporizzante con riscaldamento elettri-
co (controllo della temperatura con termostato). La 
vaporizzazione  è  comandata mediante microinter-
rutore montato sul supporto dell’impugnatura, che 
è realizzata in sughero. La piastra è in lega di allumi-
nio anodizzato, con labirinto interno per la rievapo-
razione delle condense.
Questo elettroferro richiede un allaccio elettrico 
(1+N~50/60Hz 230 V.) ed una fonte di vapore.
Il tubo è in dutral e viene fornito di serie con lun-
ghezza di 1800 mm. A richiesta e senza sovrapprez-
zo può essere fornito con lunghezza di 2100 e 2500 
mm.

028

Electrically heated and steaming iron with tem-
perature control by thermostat, steaming by mi-
croswitch built-in the cork-made handle’s support.
The sole plate is made of anodized aluminium, with 
inner labyrinth for the condensate re-evaporation. 
This iron requires a steam source and power supply 
((1+N~50/60Hz 230 V.). 
The steam hose is made of “dutral” and it is current-
ly supplied with 1800 mm. length. Upon request 
and without extra-charge it can be supplied with 
2100 or 2500 mm. length.
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028.10 Elettroferro vaporizzante, completo di cavo elettrico L = 2200 mm e tubo vapore. Peso 1,75 Kg. - Potenza 900 W.
 Electrically heated and steaming iron. Weight 1,75 - Installed power 900 W.
028.20 Elettroferro vaporizzante, completo di cavo elettrico L = 2200 mm, tubo vapore, scatola comandi elettrica e molla reggicavi. 

Peso 1,75 Kg. - Potenza 900 W.
 Electrically heated and steaming iron complete with electric cable L=2200 mm., steam hose, electric control box and hoses’ 

spring. Weight 1,75 - Installed power 900 W. 
028.31 Elettroferro vaporizzante, completo di cavo elettrico L = 2200 mm, tubo vapore, scatola comandi elettrica, molla reggicavi 

e separatore condense. Peso 1,75 Kg. - Potenza 900 W.
 Electrically heated and steaming iron complete with electric cable L=2200 mm., steam hose, electric control box , hoses’ 

spring and condensate separator. Weight 1,75 - Installed power 900 W.

Technical details


