
Regolazione quantità di aspirazio-
ne e soffiaggio.
blowing suction power regulation.

Regolazione altezza piano di stira-
tura con bilanciatore a gas.
Surface ironing height adjustment 
with gas balancer.

Crotch  104.21.2058

104.21.2058

Tavolo modulare per lo stiro del cavallo del panta-
lone
Il tavolo da stiro 104 è disponibile in diverse versio-
ni, con forma riscaldata a vapore o elettricamente, 
autonomo oppure da allacciare ad impianto aspi-
razione.
La forma 2058 è stata studiata per la corretta aper-
tura cuciture del cavallo del pantalone
Il tavolo deve essere completo del ferro 034.

104.21.2058

Modular vacuum table for crotch seam opening.
It is available in different version, electric or steam 
heated shape. It can be connected to main vacuum 
source or it can supplied with built-in vacuum.
The shape 2058 is made to open the crotch seam of 
the trouser.
The table has to be supplied with seam busting iron 
model 034.

104.21  Dimension: (mm W x H x D) 1300 x 1770 x 740 | Weight: 140 Kg  
 Compressed air: pipe connection 1x ø6 mm | Pressure  6 ATE | Consumption 0,08NL/min
 Electric power: 0,95Kw | Consumption 0,71Kw/h

Technical details

Note: size, consumption, weight, depend from specific model 


